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ABOUT US
Jiangsu Dongcheng Power Tools Co.,Ltd., founded in 1995, is one of the key backbone enterprises of the professional power tools manufac-
turing industry in China, the vice chairman unit of Power Tools Institute of China Electrical Equipment Industrial Association. The company 
covers an area of 350,000 square meters. With modern plants, first-class production and testing equipment, the construction area is 
390,000 square meters. Meanwhile, there are more than 5,500 staff in the company, including a group of professional senior engineers and 
a senior management and technical team.

Dongcheng Company manufactures various types of power tools and sets up franchised dealers around the major cities of China, and its 
sales networks cover more than 80 countries and regions worldwide, such as Southeast Asia, South Asia, the Middle East, Europe and 
America, etc.

DCK is a brand of Dongcheng Company. By learning and adopting international advanced technology and production concepts, DCK is 
committed to providing high-end power tools and professional solutions for professional customers. DCK power tools are widely used in 
railway construction, stone processing, shipbuilding and water conservancy projects.

With excellent products and professional service, DCK has become one of the most outstanding brands of professional grade power tools. 
In the future, it will continue adhering to the company mission of "Professional Power Tools, Keep Improving Unceasingly" and strive to 
manufacture higher end power tools to global users.

1995
Establishment

5,500+
Employees

80+
Countries and Regions

Manufacturing Base
350,000 m2

Construction Area
390,000 m2

POWER TOOLS NEW ITEMS

Cordless Brushless Driver Drill
KDD20V-65

Cordless Brushless Driver/Hammer Drill
KHD20V-65i

0-500 /min 0-2000 /min
NO-LOAD SPEED

1 2 20+1
TORQUE SETTING

65 N.m
MAX. TORQUE

TYPE EK/AM/ZTYPE EK/AM/Z

INCLUDES
TYPE EK - 4A Battery Charger - 1 pc.  |  4.0Ah Battery Pack - 2 pcs.  |  Driver Bit  |   Belt Clip

|  Plastic Case Packing

TYPE AM - 2A Battery Charger - 1 p.c  |  2.0Ah Battery Pack - 2 pcs.  |  Driver Bit  |  Belt Clip

|  Plastic Case Packing

TYPE Z - Driver Bit  |  Belt Clip  |  Color Box Packing

INCLUDES
TYPE EK - 4A Battery Charger - 1 pc.  |  4.0Ah Battery Pack - 2 pcs.  |  Driver Bit  |   Belt Clip

|  Plastic Case Packing

TYPE AM - 2A Battery Charger - 1 pc.  |  2.0Ah Battery Pack - 2 pcs.  |  Driver Bit  |  Belt Clip

|  Plastic Case Packing

TYPE Z - Driver Bit  |  Belt Clip  |  Color Box Packing

Battery
Max Chuck Capacity

Max. Drilling Dia.

20V MAX / 4.0Ah × 2 / 2.0Ah × 2 /Solo
13 mm

2nd Gear
No-load Speed 1st Gear

Net Weight 1.7 kg / 1.5 kg / 1.1 kg

Steel

Torque Setting 20+1
Max. Torque 65 N.m

0-2000 /min
0-500 /min

13 mm
Wood 38 mm

Battery
Max Chuck Capacity

Max. Drilling Dia.

20V MAX / 4.0Ah × 2 / 2.0Ah × 2 /Solo
13 mm

2nd Gear
No-load Speed 1st Gear

Net Weight 1.7 kg / 1.5 kg / 1.1 kg

Steel

Torque Setting 20+2
Impact Frequency 0-32000 /min

Max. Torque 65 N.m

0-2000 /min
0-500 /min

13 mm
Brick Wall 13 mm
Wood 38 mm

Cordless Brushless Impact Wrench
KIW398

Battery 20V MAX / 5.0Ah × 2 / 4.0Ah × 2 / Solo
Square Drive Size 12.7 mm  (1/2")

No-load Speed

L Gear

Net Weight 1.7 kg / 1.7 kg / 1.1 kg

M Gear

Nut-Busting Torque 550 N.m
Standard Bolt Size M12 - M18

0-2000 /min
M Gear 0-2400 /min
H Gear 0-2600 /min

0-3250 /min
Impact Frequency H Gear 0-3500 /min

L Gear 0-3000 /min
Torque Setting H Gear 398 N·m

M Gear 320 N·m
L Gear 280 N·m

Battery

Impact Frequency

20V MAX / 5.0Ah × 2 / 4.0Ah × 2 / Solo
Square Drive Size 12.7 mm  (1/2")

No-load Speed
M Gear

Net Weight 2.0 kg / 2.0 kg / 1.4 kg

H Gear

Nut-Busting Torque 700 N.m
Standard Bolt Size M12 - M20

0-2100 /min
L Gear 0-1800 /min

H Gear 0-2400 /min

0-3500 /min
M Gear 0-3000 /min
L Gear 0-2600 /min

Torque Setting H Gear 498 N·m
M Gear 400 N·m
L Gear 350 N·m

TYPE FK/EK/Z TYPE FK/EK/Z

INCLUDES

TYPE FK - 4A Battery Charger - 1 pc.  |  5.0Ah Battery Pack - 2 pcs.  |  Socket  |  Belt Clip  |  
Plastic Case Packing

TYPE EK - 4A Battery Chargerr - 1 pc.  |  4.0Ah Battery Pack - 2 pcs.  |  Socket  |  Belt Clip  |  
Plastic Case Packing

TYPE Z - Socket  |  Belt Clip  |  Color Box Packing

INCLUDES

TYPE FK - 4A Battery Charger - 1 pc.  |  5.0Ah Battery Pack - 2 pcs.  |  Socket  |  Belt Clip  |  
Plastic Case Packing

TYPE EK - 4A Battery Chargerr - 1 pc.  |  4.0Ah Battery Pack - 2 pcs. . |  Socket  |  Belt Clip  |  
Plastic Case Packing

TYPE Z - Socket  |  Belt Clip  |  Color Box Packing

Cordless Brushless Impact Wrench
KIW498

0-2600 /min 0-2000 /min
NO-LOAD SPEED

H L0-2400 /minM M12-M18
STANDARD BOLT SIZE

398 N.m
MAX. TORQUE

0-500 /min 0-2000 /min
NO-LOAD SPEED

1 2 20+2
TORQUE SETTING

65 N.m
MAX. TORQUE

0-2400 /min 0-2100 /min
NO-LOAD SPEED

H M 0-1800 /minL M12-M20
STANDARD BOLT SIZE

498 N.m
MAX. TORQUE
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Battery

Impact Frequency

20V MAX / 5.0Ah × 2 / Solo
Square Drive Size 12.7 mm  (1/2")

No-load Speed
M Gear

Net Weight 2.5 kg / 1.9 kg

H Gear

Nut-Busting Torque 920 N.m
Standard Bolt Size M10 - M24

0-1900 /min
L Gear 0-1200 /min

H Gear 0-2200 /min

0-2700 /min
M Gear 0-2400 /min
L Gear 0-1700 /min

Torque Setting H Gear 708 N·m
M Gear 550 N·m
L Gear 400 N·m

TYPE FK/Z

INCLUDES

TYPE FK - 4A Battery Charger - 1 pc.  |  5.0Ah Battery Pack - 2 pcs.  |  Plastic Case Packing

TYPE Z - Color Box Packing

Cordless Brushless Impact Wrench
KIW708

Battery

Impact Frequency

40V MAX / 4.0Ah × 2 / Solo
Square Drive Size 19 mm (3/4")

No-load Speed
M Gear

Net Weight 4.2 kg / 3.15 kg

H Gear

Nut-Busting Torque 2000 N.m
Standard Bolt Size M12 - M36

0-1500 /min
L Gear 0-1100 /min

H Gear 0-1800 /min

0-2500 /min
M Gear 0-2200 /min
L Gear 0-1800 /min

Torque Setting H Gear 1718 N·m
M Gear 1300 N·m
L Gear 900 N·m

TYPE EK/Z

INCLUDES

TYPE EK - 6A Battery Charger - 1 pc.  |  4.0Ah Battery Pack - 2 pcs.  |  Plastic Case Packing

TYPE Z - Color Box Packing

Cordless Brushless Impact Wrench
KDPB1718

Battery

Impact Frequency

40V MAX / 4.0Ah × 2 / Solo
Square Drive Size 25.4 mm (1")

No-load Speed
M Gear

Net Weight 4.9 kg / 3.8 kg

H Gear

Nut-Busting Torque 2000 N.m
Standard Bolt Size M12 - M36

0-1500 /min
L Gear 0-1100 /min

H Gear 0-1800 /min

0-2500 /min
M Gear 0-2200 /min
L Gear 0-1800 /min

Torque Setting H Gear 1718 N·m
M Gear 1300 N·m
L Gear 900 N·m

TYPE EK/Z

INCLUDES

TYPE EK - 6A Battery Charger - 1 pc.  |  4.0Ah Battery Pack - 2 pcs.  |  Belt Clip  |  
Plastic Case Packing

TYPE Z - Belt Clip  |  Color Box Packing

INCLUDES

TYPE EK - 6A Battery Charger - 1 pc.  |  4.0Ah Battery Pack - 2 pcs.  |  Belt Clip  |  
Plastic Case Packing

TYPE Z - Belt Clip  |  Color Box Packing

Cordless Brushless Impact Wrench
KDPB1718S

0-1800 /min 0-1500 /min
NO-LOAD SPEED
H M 0-1100 /minL M12-M36

STANDARD BOLT SIZE

1718 N.m
MAX. TORQUE

TYPE EK/Z

Cordless Brushless Impact Wrench
KDPB2088

0-1700 /min 0-1400 /min
NO-LOAD SPEED
H M 0-1100 /minL

2088 N.m
MAX. TORQUE

Battery

Impact Frequency

40V MAX / 4.0Ah × 2 / Solo
Square Drive Size 25.4 mm (1")

L Gear

No-load Speed H Gear

Net Weight 5.8 kg / 4.4 kg

H Gear

Nut-Busting Torque 2500 N.m
Standard Bolt Size M16-M40

Torque Setting

0-1100 /min

0-1700 /min
M Gear 0-1400 /min

0-2300 /min
M Gear 0-2100 /min
L Gear 0-1750 /min
H Gear 2088 N·m
M Gear 1700 N·m
L Gear 1300 N·m

M16-M40
STANDARD BOLT SIZE

Battery

Spindle Thread

20V MAX / 5.0Ah × 2 / 4.0Ah × 2 / Solo
No-load Speed 4000 / 6500 / 9000 /min
Max.Wheel Dia.

Hole Dia. of Wheel Φ22.2 mm

2.8 kg / 2.6 kg / 1.9 kg
M14

Φ115 mm

Net Weight

TYPE FK/EK/Z

INCLUDES

TYPE FK - 4A Battery Charger - 1 pc.  |  5.0Ah Battery Pack - 2 pcs.  |  
Anti-vibration Auxiliary Handle丨Flange丨Wrench丨Tool-Free Cutting 
Guard (Metal)丨Tool-Free Grinding Guard  |  Plastic Case Packing
TYPE EK - 4A Battery Charger - 1 pc.  |  4.0Ah Battery Pack - 2 pcs.  |  
Anti-vibration Auxiliary Handle丨Flange丨Wrench丨Tool-Free Cutting 
Guard (Metal)丨Tool-Free Grinding Guard  |  Plastic Case Packing

TYPE Z - Anti-vibration Auxiliary Handle丨Flange丨Wrench丨Tool-Free 
Cutting Guard (Metal)丨Tool-Free Grinding Guard丨Color Box Packing

Cordless Brushless Angle Grinder
KAG20V-115

Φ115 mm
MAX.WHEEL DIA.

4000 / 6500 / 9000 /min
NO-LOAD SPEED

Battery

Displacement

20V MAX / 4.0Ah×2 / Solo
No-load Speed 1700 /min

Max.Working Pressure
Capacity 5.9 L

12.4 kg / 11.8 kg
35 L/min

9 bar

Net Weight

TYPE BK/Z

INCLUDES

TYPE BK - 4A Battery Charger - 1 pc.  |  4.0Ah Battery Pack - 2 pcs.  |  Silencer  |  Carton Packing

TYPE Z - Silencer  |  Carton Packing

Cordless Brushless Compressor
KDQE550/6

9 bar
MAX.WORKING PRESSURE

1700 /min
NO-LOAD SPEED

5.9 L
CAPACITY

POWER TOOLS NEW ITEMS POWER TOOLS NEW ITEMS

0-2200 /min 0-1900 /min
NO-LOAD SPEED

H M 0-1200 /minL M10-M24
STANDARD BOLT SIZE

708 N.m
MAX. TORQUE

0-1800 /min 0-1500 /min
NO-LOAD SPEED

H M 0-1100 /minL M12-M36
STANDARD BOLT SIZE

1718 N.m
MAX. TORQUE INCLUDES

TYPE FK - 4A Battery Charger - 1 pc.  |  5.0Ah Battery Pack - 2 pcs.  |  
Anti-vibration Auxiliary Handle丨Flange丨Wrench丨Tool-Free Cutting 
Guard (Metal)丨Tool-Free Grinding Guard  |  Plastic Case Packing
TYPE EK - 4A Battery Charger - 1 pc.  |  4.0Ah Battery Pack - 2 pcs.  |  
Anti-vibration Auxiliary Handle丨Flange丨Wrench丨Tool-Free Cutting 
Guard (Metal)丨Tool-Free Grinding Guard  |  Plastic Case Packing

TYPE Z - Anti-vibration Auxiliary Handle丨Flange丨Wrench丨Tool-Free 
Cutting Guard (Metal)丨Tool-Free Grinding Guard丨Color Box Packing

Φ125 mm
MAX.WHEEL DIA.

4000 / 6500 / 9000 /min
NO-LOAD SPEED

Battery

Spindle Thread

20V MAX / 5.0Ah × 2 / 4.0Ah × 2 / Solo
No-load Speed 4000 / 6500 / 9000 /min
Max.Wheel Dia.

Hole Dia. of Wheel Φ22.2 mm

2.8 kg / 2.6 kg / 1.9 kg
M14

Φ125 mm

Net Weight

TYPE FK/EK/Z

Cordless Brushless Angle Grinder
KAG20V-125

Battery

Max. Drilling Capacity 

20V MAX / 5.0Ah × 2 / 4.0Ah × 2 / Solo
Impact Energy 3.0 J
No-load Speed

Rated Impact Frequency 0-4300 /min

3.3 kg / 3.3 kg / 2.6 kg
Concrete   Φ26 mm

0-1180 /min

Net Weight

TYPE FK/EK/Z

INCLUDES

TYPE FK - 4A Battery Charger - 1 pc.  |  5.0Ah Battery Pack - 2 pcs.  |  Auxiliary Handle  
|  Depth Gauge  |  Plastic Case Packing
TYPE EK - 4A Battery Charger - 1 pc.  |  4.0Ah Battery Pack - 2 pcs.  |  Auxiliary Handle  
|  Depth Gauge  |  Plastic Case Packing

TYPE Z - Auxiliary Handle  |  Depth Gauge  |  Color Box Packing

Cordless Brushless Rotary Hammer
KDZC05-26L

IMPACT ENERGY
3.0 J4300 /min

RATED IMPACT FREQUENCY
0-1180 /min
NO-LOAD SPEED

Flange

Anti-vibration 
Auxiliary Handle

Flange

Anti-vibration 
Auxiliary Handle

SUPERIOR PRODUCTS 03KEEN ON SERVING GLOBAL PROFESSIONALS02



Rated Power Input

Spindle Thread

1250 W
No-load Speed 11800 /min
Max.Wheel Dia.

Hole Dia. of Wheel Φ22.2 mm

Net Weight 1.7 kg
M14

Φ115 mm

STANDARD OPTION 

UPGRADING OPTION UPGRADING OPTION

4-1/2" Brushless Angle Grinder
KSM115BL

Rated Power Input

Spindle Thread

1400 W
No-load Speed 3000-11800 /min
Max.Wheel Dia.

Hole Dia. of Wheel Φ22.2 mm

Net Weight 2.0 kg
M14

Φ115 mm

STANDARD OPTION 

4-1/2" Angle Grinder
KAG1400-115E

3000 - 11800 /min
NO-LOAD SPEED

1400 W
RATED POWER INPUT

Φ115 mm
MAX.WHEEL DIA.

STANDARD OPTION 

4-1/2" Angle Grinder
KAG1400-115PE

Rated Power Input

Spindle Thread

1250 W
No-load Speed 11800 /min
Max.Wheel Dia.

Hole Dia. of Wheel Φ22.2 mm

Net Weight 1.7 kg
M14

Φ125 mm

Rated Power Input

Spindle Thread

1400 W
No-load Speed 3000-11800 /min
Max.Wheel Dia.

Hole Dia. of Wheel Φ22.2 mm

Net Weight 2.0 kg
M14

Φ115 mm

STANDARD OPTION 

5" Brushless Angle Grinder
KSM125BL

11800 /min
NO-LOAD SPEED

1250 W
RATED POWER INPUT

Φ125 mm
MAX.WHEEL DIA.

3000 - 11800 /min
NO-LOAD SPEED

1400 W
RATED POWER INPUT

Φ115 mm
MAX.WHEEL DIA.

Rated Power Input

Spindle Thread

1400 W
No-load Speed 3000-11800 /min
Max.Wheel Dia.

Hole Dia. of Wheel Φ22.2 mm

Net Weight 2.0 kg
M14

Φ125 mm

Rated Power Input

Spindle Thread

1400 W
No-load Speed 3000-11800 /min
Max.Wheel Dia.

Hole Dia. of Wheel Φ22.2 mm

Net Weight 2.0 kg
M14

Φ125 mm

STANDARD OPTION 

5" Angle Grinder
KAG1400-125E

3000-11800 /min
NO-LOAD SPEED

1400 W
RATED POWER INPUT

Φ125 mm
MAX.WHEEL DIA.

Rated Power Input

Spindle Thread

2600 W
No-load Speed 8500 /min
Max.Wheel Dia.

Hole Dia. of Wheel Φ22.2 mm

Net Weight 5.8 kg
M14

Φ180 mm

INCLUDES

7" Brushless Angle Grinder
KSM180BL

8500 /min
NO-LOAD SPEED

2600 W
RATED POWER INPUT

Φ180 mm
MAX.WHEEL DIA.

5" Angle Grinder
KAG1400-125PE

UPGRADING OPTION

STANDARD OPTION 

3000-11800 /min
NO-LOAD SPEED

1400 W
RATED POWER INPUT

Φ125 mm
MAX.WHEEL DIA.

UPGRADING OPTIONUPGRADING OPTIONUPGRADING OPTION

POWER TOOLS NEW ITEMS POWER TOOLS NEW ITEMS

Battery

Rated Flow

20V MAX / 4.0Ah×1 / Solo
Max. Pressure 58 bar

Rated Pressure
Max. Pulsation Flow 3.9 L/min

2.8 kg / 2.2 kg
2.3 L/min

39 bar

Net Weight

TYPE BDM/Z

INCLUDES

TYPE BDM - 2A Battery Charger - 1 pc.  |  4.0Ah Battery Pack - 1 pc.  |  Long Lance  |  Soap Bottle 
Assembly  |  Inlet Pipe Assembly  |  Variable Nozzle Assembly  |  Color Box Packing

TYPE Z - Long Lance  |  Soap Bottle Assembly  |  Inlet Pipe Assembly  |  Variable Nozzle Assembly
  |  Color Box Packing

Cordless Brushless High-Pressure Washer
KDQW2058

58 bar
MAX. PRESSURE

39 bar
RATED PRESSURE

3.9 L/min
MAX. PULSATION FLOW

11800 /min
NO-LOAD SPEED

1250 W
RATED POWER INPUT

Φ115 mm
MAX.WHEEL DIA.

Rated Power Input

Spindle Thread

2600 W
No-load Speed 6600 /min
Max.Wheel Dia.

Hole Dia. of Wheel Φ22.2 mm

Net Weight 5.8 kg
M14

Φ230 mm

INCLUDES

9" Brushless Angle Grinder
KSM230BL

6600 /min
NO-LOAD SPEED

2600 W
RATED POWER INPUT

Φ230 mm
MAX.WHEEL DIA.

FlangeAnti-vibration Auxiliary Handle FlangeAnti-vibration Auxiliary Handle

Tool-free FlangeAnti-vibration Auxiliary Handle Tool-free FlangeAnti-vibration Auxiliary Handle Tool-free FlangeAnti-vibration Auxiliary Handle

Anti-vibration Auxiliary Handle  |  Flange  |  Wrench  |  
Tool-free Cutting Guard Cover (Plastic)  |  Tool-free 
Grinding Guard  |  Color Box Packing

Anti-vibration Auxiliary Handle  |  Tool-free Flange  |  
Wrench  |  Tool-free Grinding Guard  |  Tool-free Cutting 
Guard Cover (Plastic)    |  Color Box Packing 

Anti-vibration Auxiliary Handle  |  Flange  |  Wrench  |  
Tool-free Cutting Guard Cover (Plastic)  |  Tool-free 
Grinding Guard  |  Color Box Packing Flange

Auxiliary Handle  |  Flange  |  Wrench  |  Carbon 
Brush  |  Tool-free Cutting Guard Cover (Plastic)  |  
Tool-free Grinding Guard  |  Color Box Packing

Anti-vibration Auxiliary Handle  |  Tool-free Flange  |  
Wrench  |  Tool-free Grinding Guard  |  Tool-free 
Cutting Guard Cover (Plastic)    |  Color Box Packing 

Anti-vibration Auxiliary Handle  |  Tool-free Flange  |  
Wrench  |  Carbon Brush  |  Tool-free Cutting Guard Cover 
(Plastic)  |  Tool-free Grinding Guard  |  Color Box Packing

Auxiliary Handle

Tool-free FlangeAnti-vibration Auxiliary Handle

Flange

Auxiliary Handle  |  Flange  |  Wrench  |  Carbon 
Brush  |  Tool-free Cutting Guard Cover (Plastic)  |  
Tool-free Grinding Guard  |  Color Box Packing

Anti-vibration Auxiliary Handle  |  Tool-free Flange  |  
Wrench  |  Carbon Brush  |  Tool-free Cutting Guard Cover 
(Plastic)  |  Tool-free Grinding Guard  |  Color Box Packing

Auxiliary Handle

Tool-free FlangeAnti-vibration Auxiliary Handle

Flange

Auxiliary Handle  |  Flange  |  Wrench  |  Carbon 
Brush  |  Tool-free Cutting Guard Cover (Plastic)  |  
Tool-free Grinding Guard  |  Color Box Packing

Anti-vibration Auxiliary Handle  |  Tool-free Flange  |  
Wrench  |  Carbon Brush  |  Tool-free Cutting Guard Cover 
(Plastic)  |  Tool-free Grinding Guard  |  Color Box Packing Tool-free FlangeAnti-vibration Auxiliary Handle

Anti-vibration Auxiliary Handle

Anti-vibration Auxiliary Handle  |  Tool-free Flange  |  
Wrench  |  Carbon Brush  |  Tool-free Cutting Guard Cover 
(Plastic)  |  Tool-free Grinding Guard  |  Color Box Packing

Auxiliary Handle Flange

Flange

Anti-vibration Auxiliary Handle Flange

Auxiliary Handle  |  Flange  |  Wrench  |  Carbon Brush  |  
Tool-free Cutting Guard Cover (Plastic)  |  Tool-free 
Grinding Guard  |  Color Box Packing

Anti-vibration Auxiliary Handle  |  Flange  |  Wrench  |  Tool-free 
Cutting Guard  |  Tool-free Grinding Guard  |  Color Box Packing

Anti-vibration Auxiliary Handle  |  Flange  |  Wrench  |  Tool-free 
Cutting Guard  |  Tool-free Grinding Guard  |  Color Box Packing

Auxiliary Handle
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Rated Power Input

Max. Drilling Capacity

1200 W
Impact Energy 4.7 J
No-load Speed

Rated Impact Frequency 5800 /min

Net Weight 5.0 kg
Concrete   Φ28 mm

1200 /min

INCLUDES

Grease  |  Wrench  |  Dust Cap  |  O Ring - 2 pcs.  |  Auxiliary Handle  |  Depth Gauge  |  Carbon Brush  |  
Plastic Case Packing

Electric Rotary Hammer
KZC06-28BS

5800 /min
RATED IMPACT FREQUENCY

1200 W
RATED POWER INPUT

4.7 J
IMPACT ENERGY

INCLUDES

Auxiliary Handle  |  Grease  |  Carbon Brush  |  Plastic Case Packing

Electric Rotary Hammer
KZC40

1100-3150 /min
RATED IMPACT FREQUENCY

1450 W
RATED POWER INPUT

15.0 J
IMPACT ENERGY

Rated Power Input

Max. Drilling Capacity

1450 W
Impact Energy 15.0 J
No-load Speed

Rated Impact Frequency 1100-3150 /min

Net Weight 7.5 kg
Concrete   Φ40 mm

150-425 /min

POWER TOOLS NEW ITEMS

Rated Power Input

Max. Drilling Capacity

800 W
Impact Energy 2.8 J
No-load Speed

Rated Impact Frequency 0-5500 /min

Net Weight 2.6 kg
Concrete   Φ22 mm

0-2000 /min

INCLUDES

Auxiliary Handle  |  Depth Gauge  |  Carbon Brush  |  Plastic Case Packing

Hammer Drill
KZC22S

0-5500 /min
RATED IMPACT FREQUENCY

800 W
RATED POWER INPUT

2.8 J
IMPACT ENERGY

Rated Power Input 750 W
No-load Speed 10000-34000 /min  
Collet Capacity

Net Weight 1.9 kg
Φ6/8 /mm (1/4“)

INCLUDES

Open Wrench  |  Special wrench  |  Socket Wrench  |  Straight Guide  |  Templet Guide  |  Trimmer 
Guide Assembly  |  Square base plate  |  Dust cap  |  Carbon bursh  |  Collect  |  Color Box Packing

Trimmer
KMP05-6

750 W
RATED POWER INPUT

10000-34000 /min
NO-LOAD SPEED

Rated Power Input 2000 W
No-load Speed 9000-22000 /min  
Collet Capacity

Net Weight 5.8 kg
Φ6 / 8 / 12mm

INCLUDES

Collet  |  Open-end Wrench- 2 pcs.  |  Straight Guide Assembly  |  Templet Guide  |  
Trimmer Guide Assembly  |  Retainer Base Assembly  |  Carbon Brush  |  Color Box Packing

Wood Router
KMR06-12

2000 W
RATED POWER INPUT

9000-22000 /min
NO-LOAD SPEED

CONTENTS
CORDLESS POWER TOOLS

Cordless Brushless Impact DriverP15-P17

P26

Cordless Brushless Impact Wrench
Cordless Brushless Ratchet Wrench
Cordless Brushless Driver Drill
Cordless Brushless Driver / Hammer Drill
Cordless Brushless Rotary Hammer
Dust Extraction Attachment

Cordless Brushless Oscillating Multi-Tool
Cordless Brushless Reciprocating Saw
Cordless Brushless Jig Saw

Cordless Brushless Angle Grinder
Cordless Brushless Polisher
Cordless Brushless Circular Saw

Cordless Brushless Trimmer

CONCRETE & MASONRY TOOLS

Hammer Drill
Electric Rotary Hammer

P62-P68

Percussion HammerP70-P71
P18-P25

P26-P28

P31-P33
P28-P31

P34-P36
P37

P38-P39

P43

P39
P40

P42
P42
P42

P41
P41

Cordless Brushless Air Compressor
Cordless Brushless High-pressure Washer
Cordless Brushless Blower
Cordless Blind Riveting Gun

P43 Cordless Caulk Gun
P43 Cordless Grease Gun

P43-P45 Cordless Brushless Combo Kit

GRINDING & SANDING & POLISHING 

Angle GrinderP49-P56
Polisher
Die Grinder
Grinding Polisher
Random Orbit Sander

Belt Sander
Orbital Sander

P57
P58
P59
P59
P60
P60

Electric Impact Drill
Electric Drill

P72
P72

Electric WrenchP72-P73

DRILLS & FASTENING

Reciprocating SawP73

P74

P74

SAW & CUTTERS

Heat GunP76
Blower VacuumP77

OTHERS

*Please notice the product specifications may different across 
various global markets.

Electric Cut-off Machine

Electric Circular Saw

Trimmer
Wood Router

P75
P76

PLANNING & CUTTING
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PROFESSIONAL POWER TOOLS TECHNOLOGY SAFETY CONTROL
TECHNOLOGY02.

01.
AC BRUSHLESS MOTOR

DC BRUSHLESS MOTOR

BRUSHLESS OUTER ROTOR MOTOR

BRUSHLESS
MOTOR

AC BRUSHLESS MOTORS are highly energy efficient, small in size, 
reliable in performance, low in failure rate, and have a longer lifetime. 

This function is mainly realised by the built-in gyro sensor. Take 
KDJZ20160i as an example, when the built-in sensor detects that 
the body has rotated more than 30° within 60ms (the data range 
depends on the specific model), it will automatically stop the 
machine to protect the user's safety.

AC BRUSHLESS MOTORS can also avoid the common failures of brushed 
motors such as rotor burnout, short circuit between turns, and 
commutator wear. It also does not require regular brush inspection 
and replacement, which represents an important development direction 
for power tool motors.

HIGH POWER DENSITY
Provide higher output power and torque com-
pared with the same size brushless motor.

HIGH EFFICIENCY

ELECTRONIC SPRAIN PREVENTION

This function is mainly realised by the built-in gyro sensor. 
Take KRH20V-28 as an example, when the built-in sensor 
detects that the body has rotated more than 30° within 
100ms (the data range depends on the specific model), it will 
automatically stop the machine to protect the user's safety.

ELECTRONIC SPRAIN PREVENTION

It will automatically stop when the sensor detects an angular 
acceleration of more than 15°.

ELECTRONIC SPRAIN PREVENTION

Kickback Control Drop Control
Delivering more power and torque for excellent application performance.

HIGH DURABILITY
Maintenance-free and long lifetime.

SUITABLE FOR LONG-TERM USE
Less heat generation and less energy wear and tear, extended battery life.

PRECISE CONTROL
More precise speed and torque control.

COMPARED TO CONVENTIONAL AC BRUSHED PRODUCTS

>10%
INCREASE IN EFFICIENCY

≈33%
VOLUME REDUCTION

3-5
TIMES LONGER LIFE

MORE
MOTOR CONTROL

KDJZ20160i
Page.31

KDJZ2090
Page.28

*KDJZ20160i, KDJZ2090 and KDJZ2090i are equipped with DSC technology.

The six-axis sensor transmits data every 10 milliseconds, the 
controller recognizes and makes a judgment, if the acceleration 
is greater than 7G or the angular velocity mutation rate is greater 
than 2000°/s, the control board will immediately issue a command 
to stop.

RESPONSIVE, SMART AND SECURE.

KDSM04-115 KDSM04-125 KAG20V-115

KAG20V-125 KDSM04-115P KDSM04-125P

Utilizing the steel ball as the torque transmis-
sion component, according to the  relative 
position of the steel ball in the  arc-shaped 
groove, through the slotted butterfly  spring to 
accurately control the  torque limit value, 
when the torque exceeds a certain limit value, 
it can quickly and accurately play a role in the 
protection(separation), with high precision 
and reliable work.

MECHANICAL CLUTCH

DSC FOR ROTARY HAMMER

KRH20V-28
Page.32

KRH20V-26
Page.32

*KRH20V-28, KRH20V-26, KRH1200-30 and KZC40 are equipped with DSC technology.

DSC FOR ANGLE GRINDER

DSC FOR DRIVER/HAMMER DRILL

KRH1200-30
Page.67

KZC40
Page.68

KDPL208
Page.16

KDQF32
Page.42

*KDPL208 and KDQF32 are equipped with 
brushless outer rotor motor.

*KDSM04-115, KDSM04-125, KAG20V-115, KAG20V-125, KDSM04-115P and 
KDSM04-125P are equipped with DSC technology.

Page.30

KDJZ2090i

Page.34-36
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03. SUPER VIBRATION
CONTROL TECHNOLOGY

This product adopts the company's core technology - SVC (Super Vibration 
Control Technology), which can effectively reduce the fatigue of the operator, 
and is currently one of the best vibration control technologies in the industry.

04. HIGH EFFICIENCY
TECHNOLOGY

This technology significantly increases the output efficiency of the machine 
by optimising the internal drive structure. The KDPB05-10 ratchet with the 
latest DHE technology is 136% more efficient than the KDPB02-10.

No-load vibration of only 4.1m/s², 66%less vibration than last generation.
DOUBLE GEARS DRIVE THE BALANCING BLOCK

Active vac technology uses the tool's own dust collection system or external 
equipment to actively collect dust in the work environment, thereby protecting 
human health and improving the cleanliness of the work environment.

05. ACTIVE VAC
TECHNOLOGY

06. VIBRATION REDUCTION
TECHNOLOGY

The outstanding suspension structure is armed with vibration-reduction 
and isolation modules.

ADVANTAGES: Work more comfortably and slow down your physical 
fatigue during operation; Indirectly increase your work efficiency.

with SVC

with out SVC

0 2 4 6 8 10 12

12m/s2

4.1m/s2 66%

*KDPB05-10 are equipped with DHE technology.

*KRHDE20V-26, KZC05-26XC 
are equipped with 

Active vac technology 

*KRH20V-28, KRH20V-26, KZC06-28B, KRH1200-30, KAC40, KZG07-6 and KZG04-15Sare equipped 
with DVR technology.

KDPB02-10

KDPB05-10

0 10 20 30 40 50 60

59pcs/min

25pcs/min

UP

KDPB05-10
Page.26

Page.33

KRHDE20V-26 KZC05-26XC
Page.66

KRH20V-28 KRH20V-26 KRH1200-30 KZC06-28B KZC40 Page.63-66

KZG07-6
Page.70

KZG04-15S
Page.70

High safety High performance High durability

07. SPECIALLY DESIGNED FOR
40V MAX HPT BATTERY 

BATTERY CHARGE 

FFBL4040
4.0Ah BATTERY PACK

Effective heat dissipation
UNIQUE AIR DUCT DESIGN

Durable slide in battery rail that holds the battery and the tools firmly
HIGH STRENGTH STAINLESS STEEL SLIDE RAIL

Smaller contact resistance, longer service life
HIGH STRENGTH CONNECTOR TERMINALS

Real-time monitoring of battery status, effectively protect the battery
INTELLIGENT MONITORING SYSTEM

40V MAX HPT 

SMART CHARGING

TRIPLE ELECTRONIC PROTECTIONS

INTELLIGENT CONTROL OF AIR-COOLED HEAT DISSIPATION

to fully charge a 40V 4.0Ah batteryMINUTES45FA
ST CHARGING

Omnibearing protection function

PWM

MCU Real-time detection and communication. Adapt charging methods 
according to the different status of the battery and charge.

Dual-fan design provides heat dissipation for the battery pack and 
charger separately, to improve charging efficiency and reduce 
temperature rise

PWM current control, Temperature protection, Overvoltage protection

FFCL4060-02
6A FAST CHARGER

PROFESSIONAL POWER TOOLS TECHNOLOGY

*KDJF22, KRS20V-22S and KDJF32 are equipped with SVC technology.

KDJF22
Page.40

KRS20V-22S
Page.40

KDJF32
Page.40

SUPERIOR PRODUCTS 11KEEN ON SERVING GLOBAL PROFESSIONALS10


